14” – 16”

Insta-Valve Plus 250®

The IVP 250 from Hydra-Stop is a permanent, insertion valve offering reliability, strength, quality, performance, simplified installation and operation.

**KEY FEATURES**

- Available in 14 and 16 inch sizes
- Installs under-pressure without shutdown
- 250 psi working pressure, 375 psi test pressure
- 2” diameter stainless-steel valve stem for superior strength and reliability
- Interchangeable valve cartridge to accommodate most sizes and types of pipe (cast iron, ductile iron, asbestos cement, concrete, PVC and steel).
- True wedge-style design for superior sealing
- AIS (American Iron and Steel) compliant*

**WHEN YOU NEED A 14 OR 16 INCH INSERTION VALVE, SPECIFY THE IVP 250**

Built to handle the demands of 250 psi line pressure, the IVP 250 can be installed on a water line under pressure, without system shutdown. Community disruption is minimized while the costs related to system shutdown are eliminated. Superior engineering provides unparalleled performance when compared to other insertable valves on the market.

*With the purchase of domestic hardware and weld-neck.

**SUPERIOR ENGINEERING = BETTER PERFORMANCE**

The IVP 250 was designed in response to feedback from industry professionals with requirements for a larger diameter, 250 psi rated insertion valve which is a permanent asset with superior performance and reliability.

The IVP 250 is the result of years of successful installations and dedicated research and development. The IVP 250 continues Hydra-Stop’s legacy of setting the industry standard for insertion valves.